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MAXUM is a range of solid top manhole covers, frame and covers, 
made of spheroidal (ductile) cast iron from D400 to F900. They are 
suitable for:

- All types of heavy traffic flow areas: cars and HGVs at urban speeds.

- Heavy duty applications requiring repeated opening and closing.

CARRIAGEWAY COVER

ERGONOMICS
Easy-shut hinge and strut 
assist lift for C.O. 800 

SAFETY
Safety blocking and fall safety 
grid made of stainless steel

STABILITY
MAXUM for heavy traffic flow 
conditions

With Easy-Shut, operator doesn’t need anymore 
to lift the cover up to unlock the safety blocking.

One side pressure is enough to unlock the 
safety blocking device.
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C.O. = Clear Opening



MAXUM Watertight
Large clear opening - Class D400

MAXUM OL 800
Large clear opening - Class D400
Double hinge: perfect stability.
Strut assist lift (upon request).

MAXUM Vented
Ventilated - Class D400

Locking and bolting with stainless steel screws. Pressure-tight, 
MAXUM WATERTIGHT resist pressure surges in the network of 
up to 1 bar. C.O. 600mm and 800mm.

Provides aeration in manholes or can be used to drain water 
under heavy traffic flow.
C.O. 600mm and 800mm.

MAXUM E600 and F900
Extra Heavy Duty - Class E600 and F900
Designed for ports, airports and  extra heavy traffic conditions.
C.O. 600mm.

MAXUM Ht 75
Refurbishment - Class D400
Designed primarily for rehabilitation of the wearing course and 
refurbishment. Total height 75 mm.
C.O. 600mm.

Fall safety equipment

Hinged solidary bars grid; opening angle ≥ 100°. Static load 
resistance up to 500 Kg.
C.O. 600mm and 800mm.

Staff safety

O U R 
RANGE

• Optimization of the carbon footprint during the 
manufacturing process.
• End of volatile organic compound (VOC) in sewerage 
systems.

• Increases cement mortar and concrete grip 
adhesion with the frame.
• Manufacturing and delivery process maximized.

• Extract of EUROPEAN STANDARD EN 124-2 : coatings are for aesthetic purposes only and are not regarded as a corrosion 
protection system.

SUSTAINABILITY TECHNICALLY AND PRICE-WISE

PRODUCT COMPLIANCE

MANHOLE COVER     
WITHOUT PAINT



Ductile cast iron EN-GJS-500-7.
Available in  2 dimensions: 
• C.O. 600: MAXUM 600 round or 
square frame design. 
Clear opening = 610mm
• C.O. 800: MAXUM 800 round or 
square frame design. 
Clear opening = 817mm

SPECIFICATIONS

Easy-to-handle 120° hinged opening angle. 
Safety and ergonomics with Easy-Shut hinge.

Easy-Shut hinge
Strut assist lift on MAXUM 800 range lowering lifting effort making it easier to 
handle the lid.

Strut assist lift

Non-rock design by means of EPDM gasket monobloc molded, 80 shore A fixed 
on the frame.
High resistance to temperature variations (-50 up to +120°C)

EPDM Gasket
Identification of underground networks using colored EPDM pads, compliant 
with NF110 standard.
Custom logo and badging embossed and molded in raw material or through 
a stainless steel plate.

Custom identification areas

Locking or unlocking by 1/4 turn of the screw.

Security: 1/4 turn lock
Burglary resistance 20 minutes (certified CNPP France*). Ductile iron 
system with stainless steel hardware for a better resistance against agressive 
atmospheres (H2S). Ergonomic key non removable when engaged (used as 
handle).
*CNPP (National Center for Prevention and Protection), is a leading certification body in the safe industry based in France. They 
specialize in evaluating and certifying security and fire protection products, systems, and services. CNPP’s certifications are globally 
recognized and provide assurance to consumers, businesses, and regulatory bodies that the certified products and systems meet the 
highest standards of quality, reliability, and performance

Security +: SAE burglar-proof

Locking upon request : 1/4 turn 
lock or SAE burglar-proof.

Strut assist lift (upon request on 
MAXUM 800 refs)

Custom identification 
areas

C.O. 800

C.O. 800

EPDM monobloc 
gasket

Easy-Shut 
hinge

Available from D400 to F900.
Compliant with the functional 
requirements of EN-124 / NF-
110 standard.

NF LABEL

C.O. = Clear Opening
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Version Manhole cover Frame 
design ØO ØA B ØC D H Mass

mm Kg

C.O. 
600

Maxum - D400
round 610 850 780 675 / 100 87,77

square 610 850 x 850 / 675 / 100 97,32

Maxum - E600 round 610 850 780 675 / 100 96,00

Maxum - F900
round 610 850 675 / / 100 120,60

square 610 850 x 850 675 / / 100 124,67

Maxum vented - D400
round 610 850 780 675 / 100 84,72

square 610 850 x 850 / 675 / 100 94,27

Maxum ht.75 - D400 round 610 850 780 675 / 75 84,67

Maxum watertight - D400 round 610 850 780 675 / 100 98,05

Maxum watertight - E600 round 610 850 780 675 / 100 98,00

C.O. 
800

Maxum 800 - D400
round 817 1000 1040 950 762 100 120,10

square 817 1000 x 1000 / 1000 762 100 134,30

Maxum 800 vented - D400
round 817 1000 1040 950 762 100 120,00

square 817 1000 x 1000 / 1000 762 100 130,00

Maxum 800 watertight - D400 round 817 1000 1065 950 774 100 136,00
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