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Designed to cover every underground structure with a side of 1 or 1.2 meters, TITAN access hatch range 
completes our range of D400 multi-leaf covers and is availble in runoff watertight, slow or dense 
traffic flow configuration.
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Bespoke

Compliant with the requirements of EN 124-
2 standard and D400 dense traffic flow 
conditions, TITAN access covers can be equipped 

with a wide range of options even after sealing 

without any work on civil engineering.



KEY POINTS

Access hatch with covers made of ductile EN-GJS-500-7, according to EN 124-2 standard, class D400 with 
frame, customizable after sealing without any work on civil engineering.

EASY HANDLING

Thanks to its strut assist lift system (gas or spring) and its innovative 
safety blocking device, TITAN ensures easy handling and perfect safety 
for the field operator.

Slam lock «Pushed & Slammed»

Customization and finishing

All TITAN access hatches are equipped with a slam-lock «Pushed & 
Slammed» system on each cover:

• Burglar-proof protection, through hole system
• Automatic locking
• Ergonomic key with two features: - locking/unlocking   	
                                                                         - handling in operation

Covers are coated with a black water-based paint. In option, we offer a 
topcoating colored polyester paint - RAL color on request.

On request, each cover can be tailor-made by:

• A special badging & marking embossed and moulded in raw material.
• Set up of a stainless steel plate.

Automatic burglar-proof locking

SAFETY BLOCKING DEVICE
• Gravity hook, activated automatically at the opening of the cover, prevents 
accidental cover closure.



RUNOFF WATERTIGHTNESS

Particular attention has been paid to the requirements of watertight assemblies:
more information on request.

FOCUS ON EPDM GASKET
Each cover is equipped with a monobloc EPDM gasket fastened by 
stainless steel screws.

Thanks to its non-rock design, it’s perfectly suited to its dual purpose: 
soundproofing and runoff watertightness.

RUNOFF WATERTIGHT...

To make the cover watertight, a movable crossbar and 6no 
stainless steel compression bolts (per cover) are required 
to ensure total and uniform contact over the entire surface.
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FALL PROTECTION

Protect the direct environment to avoid any falls, 
while preserving the operating capacity

SOLIDARY BARS SAFETY GRID

Safety grids made out solidary bars are designed to prevent people from 
falling into underground structures when access hatches are open. 

Opening on the same side as the covers, access to the chamber remains 
possible from 3no free sides. 

Stainless steel safety grids offering high resistance in aggressive 
atmospheres.

INDEPENDENT BARS SAFETY GRID

RAILING

Each bar of the safety grid can be operated separately. Only the bars in 
contact with the element to be lifted will be operated. The rest of the access 
to the structure remains secure.

Stainless steel safety grids offering high resistance in aggressive 
atmospheres.

Safety for field operators when access hatches are open, for optimum hazard 
warning. Stainless steel safety grids with hinged aluminium sections.

SCAN ME !

Youtube video of the device
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TITAN 1000

Hatch Reference Lay-out Clear 
opening A* B* H* Mass

mm Kg

Titan 
1000

TITAN-M2 1000 x 1000 1225 1120 190 337

TITAN-M3 1000 x 1540 1225 1660 190 490

TITAN-M4 1000 x 2080 1225 2200 190 643

TITAN-M5 1000 x 2620 1225 2740 190 796

Titan
1200

TITAN-NV2 1200 x 1200 1425 1320 190 435

TITAN-NV3 1200 x 1840 1425 1960 190 621

TITAN-NV4 1200 x 2480 1425 2600 190 816

TITAN-NV5 1200 x 3120 1560 3240 190 1030
*External frame measures. Other dimensions : on resquest

Class E600 or F900, consult us
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