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Reference DN
Length Thickness Weight 

with 
flanges

Nominal pressure

L e PN 10 PN 16 PN 25 PN 40

mm Kg bar
615 100 150 8,5 10,0 x x * *
616 40

250

8,0 6,0 x x x x
643** 50 8,0 7,5 x x x x
617 60 7,0 6,5 x x * *
644 65 8,0 9,0 x x * *
618 80 8,5 10,5 x x x x
619 100 7.2 12,2 x x * *
620 125 9,0 17,0 x x * *
621 150 7.8 19,5 x x * *
622 200 9,5 29,5 x * *
624 250 12,0 36,0 x * *
625 300 13,0 43,0 x * *

9325 400* 17,5 80,0 x *
10863 500* 20,0 125,0 x *
15966 600* 22,5 168,0 x *

626 40

500

8,0 8,5 x x x x
646 50 8,0 11,0 x x x x
627 60 7,0 9,5 x x * *
647 65 8,0 12,0 x x * *
628 80 8,5 14,5 x x x x
629 100 7,2 14,5 x x * *
630 125 9,0 21,0 x x * *
631 150 9,5 28,5 x x * *
632 200 9,5 43,0 x * *
633 250 12,0 55,0 x * *
634 300 13,0 68,5 x * *

9326 400* 17,5 113,0 x *
10864 500* 20,0 170,0 x *
15967 600* 22,5 201,0 x *

DN 175 length 250 and DN 175 lenght 500, available in Lamellar Graphite Cast Iron GJL 250 (fixed flanges) on request.

BB-MANCHETTE
ind.R

ROTATABLE FLANGED FITTINGS
FLANGED SLEEVE

SPECIFICATIONS:

Norm: EN 545

ASSEMBLY:

Flat gaskets available upon request.
Bolt tightening torque depends on gasket 
type and nominal pressure.

MATERIAL & COATING:

Spheroidal Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250µm 
according to EN 14901) food-grade.

REMARKS:

Other DN, consult us

L

rotatable flange

A A

machined face

DN

*consult us
** fixed flanges


