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BB-TE-DN350-450
ind.P

SPECIFICATIONS:

Norm: EN 545

ASSEMBLY:

Flat gaskets available upon request.
Bolt tightening torque depends on gasket 
type and nominal pressure.

MATERIAL & COATING:

Spheroidal Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250µm 
according to EN 14901) food-grade.
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Reference
Nominal diameter Length Thickness

Masse 
Nominal pressure

DN tubing dn body L tubing l body e1 tubing e2 PN 10 PN 16

mm Kg bar
*

350

60** 850 325 16,5 9,5 155 x *
297 80 850 325 16,5 10 160 x *

15722 100 470 330 10,2 7,2 101 x *
15723 150 530 340 10,2 7,8 108 x *
318 200 585 350 10,2 8,4 130 x *
9391 250 645 360 10,2 9,0 131 x *
319 300 705 370 10,2 9,6 151 x *

* 350** 760 380 10,2 10,2 157 x *
*

400

80** x *
304 100 490 360 10,8 7,2 97 x *
322 150 550 370 10,8 7,8 166 x *
323 200 610 380 10,8 8,4 173 x *

15724 250 665 390 10,8 9,0 160 x *
324 300 725 400 10,8 9,6 186 x *

15725 350 780 420 10,8 10,2 185 x *
325 400 840 420 10,8 10,8 195 x *

*

450

100** 950 375 19,0 10,5 250 x *
* 150** 950 375 19,0 12,0 255 x *
* 200** 950 375 19,0 13,0 260 x *
* 250** 950 375 19,0 14,0 265 x *
* 300** 950 375 19,0 15,5 280 x *
* 350** 950 375 19,0 16,5 285 x *
* 400** 950 375 19,0 17,5 295 x *

* consult us
** fixed flanges

1/2 ROTATABLE FLANGED FITTINGS
TEE DN 350 TO 450

Rotatable flange
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The movable flange segments 
of our fittings are assembled 
using steel rings for greater 
resilience.

ASSEMBLY OF THE 
FLANGES

Epoxy paint coating RAL 5005 
and food-grade.
Reinforced thickness of 250 
microns and ACS approval.

REINFORCED EPOXY 
COATING

Related products

FLANGE ADAPTORS
390 FOR DUCTILE IRON 

PIPES, PVC, PE

BLIND FLANGE AND 
REDUCING PLATE 
DN40 TO DN 700

ZINC PLATED 
STAINLESS STEEL, 

GEOMET FASTENERS
HIGH PRESSURE 

GASKETS

BB-TE-DN350-450
ind.P
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