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drinking water supply BRIDE-REDUCTION-DN125-300
ind.I
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DN80/40

Reference Nominal diameter
DN/dn Studs L

Number and 
diameter of studs

or drilling

Weight with 
studs

Working 
pressure

mm mm DN/dn Kg bar
4695 125/60 single 30 8Ø23/4M16 8,0 PN 10 - PN 16
4696 125/65 single 30 8Ø23/4M16 9,5 PN 10 - PN 16
4697 125/80 double 30 8M16/4M16 10,5 PN 10
4698 double 30 8M16/8M16 10,5 PN 10 - PN 16
4699 125/100 double 55 8M16/8M16 12,0 PN 10 - PN 16
4700 150/60 single 30 8Ø23/4M16 10,0 PN 10 - PN 16
4701 150/65 single 30 8Ø23/4M16 10,0 PN 10 - PN 16
4702 150/80 single 30 8Ø23/4M16 10,0 PN 10
4703 single 30 8Ø23/8M16 10,5 PN 10 - PN 16
4704 150/100 double 30 8M20/8M16 12,5 PN 10 - PN 16
4705 150/125 double 60 8M20/8M16 16,5 PN 10 - PN 16
4706 200/60 single 45 8Ø23/4M16 15,5 PN 10
32933 single 45 8Ø23/4M16 15,5 PN 16
4707 200/65 single 45 8Ø23/4M16 15,5 PN 10
4708

200/80
single 45 8Ø23/4M16 15,5 PN 10

4709 single 45 8Ø23/8M16 16,0 PN 10
16860 single 45 8Ø23/8M16 16,0 PN 16
4710 200/100 single 45 8Ø23/8M16 16,0 PN 10
32934 single 45 8Ø23/8M16 16,0 PN 16
4711 200/125 single 30 8Ø23/8M16 14,5 PN 10

35658 single 30 8Ø23/8M16 14,5 PN 16
4712 200/150 double 35 8M20/8M20 18,5 PN 10

32935 double 35 8M20/8M20 18,5 PN 16
4713 200/175 double 60 8M20/8M20 21,0 PN 10
4714 250/150 single 45 12Ø23/8M20 22,0 PN 10
4715 250/200 double 45 12M20/8M20 23,0 PN 10
4716 300/200 single 55 12Ø23/8M20 27,0 PN 10
4717 300/250 double 40 12M20/12M20 27,5 PN 10

SPECIFICATIONS:

Norm: EN 545

REMARKS:

Delivered with studs and nuts.
For DN above à 125, see datasheet
« BRIDE-REDUCTION-DN60-100 »

1/2 ROTATABLE FLANGED FITTINGS
REDUCING FLANGE DN 125 TO 300

ASSEMBLY:

Flat gaskets available upon request. Bolt 
tightening torque depends on gasket type 
and nominal pressure.

MATERIAL & COATING:

Spheroidal Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250µm 
according to EN 14901) food-grade.
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drinking water supply

Related products

2/2

BRIDE-REDUCTION-DN125-300
ind.I

The movable flange segments 
of our fittings are assembled 
using steel rings for greater
resilience.

ASSEMBLY OF THE 
FLANGES

Epoxy paint coating RAL 5005 
and food-grade.
Reinforced thickness of 250 
microns and ACS approval.

REINFORCED EPOXY 
COATING

ROTATABLE FLANGED FITTINGS
REDUCING FLANGE DN 125 TO 300

FLANGE ADAPTORS
390 FOR DUCTILE IRON 

PIPES, PVC, PE
HIGH PRESSURE 

GASKETS


