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Reference DN
Lengths Thickness

DE Weight with 
flange

Nominal pressure

L L’ e PN 10 PN 16 PN 25 PN 40

mm Kg bar
733 40 300 200 8 56 4,5 x x x x
734 50 300 200 8 66 5,5 x x x x
735 60 300 200 8,5 77 6,0 x x * *
736 60/65 300 200 8,5 77 6,0 x x * *
737 80 300 215 9 98 8,0 x x x x
738 100 300 215 9 118 9,5 x x * *
739 125 300 220 9,5 144 13,0 x x * *
740 150 300 220 10 170 15,0 x x * *
742 200 400 230 11 222 34,5 x * *
743 250 450 240 12 274 39,0 x * *
744 300 450 250 13 326 52,0 x * *

* 350** 460 260 14 378 64,0 x *
* 400** 480 270 14,5 429 76,0 x *
* 450** 500 280 15 480 94,0 x *
* 500** 520 290 16 532 112,0 x *
* 600** 560 310 17,5 635 154,0 x *
* 700** 600 330 19 738 200,0 x *

Spigot DN 175 available in Lamellar Graphite Cast Iron GJL 250 (fixed flanges) on request					                 *consult us
** fixed flanges

BU
ind.K

ROTATABLE FLANGED FITTINGS
SPIGOT

SPECIFICATIONS:

Norm : EN 545

ASSEMBLY:

Flat gaskets available upon request.
Bolt tightening torque depends on gasket 
type and nominal pressure.

MATERIAL & COATING:

Spheroidal Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250µm 
according to EN 14901) food-grade.
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A.A.

REMARKS :

Other DN, consult us
Possibilité de fournir des brides-unis 
d’ancrage (fixed flanges), voir fiche :
«BB-MANCHETTE-SCELLER »


