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SOVAL - 1, rue des Fonderies - 52130 BROUSSEVAL - Tél : 03.25.56.74.74  - Fax : 03.25.55.79.21 - soval@soval.fr - www.soval.fr

ACCESS COVER

FOLDING RAILING SYSTEM
FOR TITAN 1200

MATERIAL & COATING:

Stainless steel AISI 304L low carbon / 
Aluminium

SPECIFICATIONS:

Opening angle:  90°
Treatment: Pickling / Passivation
Hinged grid: railing in open position
Unit weight Titan-NV2: 24 kg
Unit weight Titan NV3: 36 kg

REMARKS:

Railing supplied with 1no hinged aluminium section kit.
Stainless steel railing offering high resistance to aggressive atmospheres.
Fixing elements must be bolted on the frame before sealing and concrete pouring.
When folded, the railing sections are stowed beneath the grating.

Ref. Ref. 
access cover

Freeway 
P x L A h H P1

Number of grids

Titan-NV2 Titan-NV3

mm

43185 TITAN-NV2 1082 x 1200

1200 403 1125 997

1 0
43186 TITAN-NV3 1082 x 1840 0 1
43187 TITAN-NV4 1082 x 2480 2 0

/ TITAN-NV5 1082 x 3120 1 1
/ TITAN-NV6 1082 x 3760 3 0
/ TITAN-NV7 1082 x 4400 2 1
/ TITAN-NV8 1082 x 5040 1 2
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