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MUNICIPAL castings

ROUND MANHOLE COVER
KANTUM D400 CLASS

OPTIONS:

Custom badging & logo
1/4 turn lock
Fall safety equipment

SPECIFICATIONS:

Norm: EN 124-2 / NF 110
Loading: 400 kN
Quality label: Afnor

PLACE OF USE:

Group 4, Class D400
Urban speed (50Km/h. max)

MATERIAL & COATING:

Cover & frame: Spheroidal cast iron 
EN-GJS-500-7. Water based black paint
Gasket: EPDM

Reference Frame Version ØA Ø O Ø C E Total Weight
mm Kg

43362   Round Easy-Shut Ø 850 Ø 600 Ø 640 100 54

E

ØA

ØC

110°

ØO (clear opening)

REMARKS:

Selflocking

1/2

KANTUM-D400
ind.D



Al
l d

im
en

si
on

s,
 w

ei
gh

ts
 a

nd
 n

or
m

s 
ar

e 
gi

ve
n 

fo
r i

nf
or

m
at

io
n 

on
ly.

 S
O

VA
L 

re
se

rv
es

 th
e 

rig
ht

 to
 m

od
ify

 th
e 

sp
ec

ifi
ca

tio
ns

 o
f p

ro
du

ct
s 

gi
ve

n 
in

 th
e 

pr
es

en
t d

oc
um

en
t.

SOVAL - 1, rue des Fonderies - 52130 BROUSSEVAL - Tél : 03.25.56.74.74  - Fax : 03.25.55.79.21 - soval@soval.fr - www.soval.fr

MUNICIPAL castings

Soundproofing molded EPDM 
gasket = high resistance.

Largest hinge of the market 
(90mm) with a non-clogging 
design for a better stability when 
the cover is open.

EPDM GASKET
SOLIDITY

HINGE WITH NON-
CLOGGING DESIGN 

Related products

LID 
REMOVER HAMMER

KEYS H HEAD, EXC HEAD, 
OTC HEAD

2/2 ROUND MANHOLE COVER
KANTUM D400 CLASS

Selflocking by cast iron/EPDM  
compression (patented).

KANTUM GRATING
CLASS D400

SELFLOCKING

Pre-equipped frame for 
receiving a stainless steel 
safety grid.

FALL SAFETY
PROTECTION

KANTUM-D400
ind.D

EASY-SHUT HINGE FOR 
EFFORTLESS HANDLING
With Easy-Shut, no longer need to lift the cover 
to unlock the safety device.
A single side pressure is enough to unlock the 
safety blocking.

BEFORE THEN


