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drinking water supply

22°30’ DOUBLE SOCKET BEND 
SOUPLESSUR
N°319 FOR DUCTILE IRON PIPES

MATERIAL & COATING:

Body and counter flange: Spheroidal 
Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250µm 
according to EN 14901) food-grade.
Gasket: EPDM
Fasteners: Galvanized steel

SOUPL-COUDE-1-16
ind.O

ASSEMBLY:

SOUPLESSUR assembly with double mechanical anchored joint fitting. It is preferable for the pipes 
to be fitted together to be cut perpendicularly and chamfered at the end. Watertightness is made 
by an axial compression of the EPDM gasket by means of the counter-flange tightened by bolts. 
Backlash (J) for angular deflection must be respected. The recommended torque for counter flange 
bolts is 80 N.m.

Reference
DN

Range Length Radius Backlash 
mini. Thickness Counter 

flange
Weight Working

pressureBend
alone

standard
kit OD L R J e Nbr. of bolts

mm Kg bar

15436 15494 60 76-86 160 121 10 8 2 9,4 PN 10 - PN 16

15437 15495 80 95-106 170 141 15 8,5 2 12,0 PN 10 - PN 16
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