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SSOVAL DRINKING WATER SUPPLY

1 | 45° DOUBLE SOCKET BEND >
SOUPLESSUR-T scs

FOR DUCTILE IRON PIPES
SPECIFICATIONS :

Norm : EN 545

The Souplessur-T range can be used for
automatic push-in joint or mechanical
anchored joint assemblies.

MATERIAL & COATING :

Spheroidal Cast Iron GJS 420-5.
Reinforced epoxy paint RAL 5005 (250pm
mini according to EN 14901) food-grade.

* For automatic push-in joint
gasket kits, see datasheet :
«SOUPL-T-KIT-TYTON»
«SOUPL-T-KIT-BRS»

» For mechanical anchored
gasket kits, see datasheet :

«SOUPL-T-KIT-STD»
«SOUPL-T-KIT-VFTE»
Reference DN Symbol L Lu Weight Range
mm kg

24840 100 168 55 10,5 115 - 119
29619 125 184 65 15 141 - 145
24841 150 >jj 196 70 16,4 167 - 171
24842 200 200 75 24 219 - 223
35945 250 257 120 50 271-275
35946 300 283 140 65 323 -327

SOVAL -1, rue des Fonderies - 52130 BROUSSEVAL - Tél : 03.25.56.74.74 - Fax : 03.25.55.79.21 - soval@soval.fr - www.soval fr



S~SOVAL DRINKING WATER SUPPLY | =>nme>iie

Groupe Somborn Lang Ferry

45° DOUBLE SOCKET BEND SOUPLESSUR-T
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REINFORCED EPOXY
COATING

All our fittings are coated in our
workshops with a food-grade
RAL 5005 epoxy paint. With a
reinforced thickness of 250
microns and ACS approval, our
products meet the requirements
of EN-545 standard.

TYTON® FUNCTION SOUPLESSUR FUNCTION

AUTOMATIC PUSH-IN JOINT FITTING MECHANICAL ANCHORED JOINT FITTING
e Time savings during installation e Can be dismantled for servicing

¢ No tightening required ® Fasy to adjust on assembly
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Related products

SOUPLESSUR-T STANDARD SOUPLESSUR-T VFTE
SOUPLESSUR-T TYTON SOUPLESSUR-T TYTON BRS
GASKET KIT FOR DUCTILE GASKET KIT FOR DUCTILE A pon g UCTILE A K on UCTILE
IRON PIPES IRON PIPES
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