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LOCKED ACCESS COVER
LTV - C250 CLASS

=

SPECIFICATIONS:

Norm: EN 124-2
Loading: 250 kN

Locking: ¥4 turn lock H 22 Stainless steel

Quality label: Tav

MATERIAL & COATING:

Hatch cover: Spheroidal cast iron
EN-GJS-500-7. Water based black paint

Hatch frame: Steel hot-dip galvanized

OPTIONS:

Special lock: burglar proof SAE

Fall safety equipment

Custom badging & logo
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Reference 1/4 Description Cle::lr
turn lock H opening

22624 L1TV | 527 x 389 509 647 60 44
22625 L2TV 11 1161 x 389 509 1281 60 87
20730 L3TV 11 1381 x 527 647 1501 60 122
25532 L4TV 11 1876 x 527 647 1996 60 162
28803 1/2 LATV 1 884 x 527 647 1004 60 87

Weight / lid (Kg) 32

*External frame measures
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LOCKED ACCESS COVER
LTV - C250 CLASS

LIFTING
SLOTS

Lifting slots in «L» thanks to 4
breakable areas of 20 x 40 mm

1/4 turn locking systems are equipped as standard
with H22 hex heads.

On request, Soval studies and provides you with
coded and customizable systems to reinforce
the security of these closures.

Y2 TURN
LOCK

Cam and shaft in stainless
steel. Locking and unlocking by
rotation of a quarter turn of the
screw.

Hex. Head EXCHead OTCHead MPE Head

56608

OPENING PROCESS:

BESPOKE

On request, the manhole
cover can be tailor-made with
a special badging embossed
and moulded in raw material
& with a topcoating colored
polyester paint

E%_! STEP 1: Unlock the 1/4 turn or SAE of the master cover and lift it up (by rotation)

——— STEP 2: Slide the slave covers along the frame to release them from the strikers

—— )
STEP 3: Lift up the covers

Related products
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HANDLING KEYS FOR H
HEAD, EXC HEAD, OTC
HEAD

LOCKED AND JOINTED
GRIDS FOR COVER FALL
PREVENTION
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