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SOVAL - 1, rue des Fonderies - 52130 BROUSSEVAL - Tél : 03.25.56.74.74  - Fax : 03.25.55.79.21 - soval@soval.fr - www.soval.fr

ACCESS COVERS

Ref. Description Lay-out Clear opening
without lid Freeway A* B* C* H* H’ Total 

weight

mm Kg

30017 P2CVAA 1166 x 888 1166 x 798 1286 1008 125 60 120 275

30018 L5CVAA 1799 x 888 1799 x 798 1919 1008 125 60 120 406

30019 L6CVAA 2433 x 888 2433 x 798 2553 1008 125 60 120 539

/ M2CVAA 3066 x 888 3066 x 798 3186 1008 125 60 120 670

Weight / Lid (kg) 58,5

*External frame measures

TRAPPE-400-PCVAA
ind.G
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OPTIONS:

Special lock: burglar-proof SAE 
Fall safety equipment 
Custom badging & logo 
Stainless steel gas strut assist lift

SPECIFICATIONS:

Norm: EN 124-2
Loading: 400 kN
Locking: ¼ turn lock H Ø22 Stainless Steel
Quality label: Tüv

MATERIAL & COATING:

Hatch cover: Spheroidal cast iron 
EN-GJS-500-7. Water based black paint
Hatch frame: Steel hot-dip galvanized
Hardware: Stainless steel

REMARKS:

Steel gas strut assist lift
Safety blocking to prevent accidental
cover closure, activated automatically at
the opening of the cover.

LOCKED HINGED & LIFT ASSISTED 
ACCESS COVER
PCVAA - D400 CLASS
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LOCKED AND JOINTED 
GRIDS FOR COVER FALL

PREVENTION

HANDLING KEYS FOR H 
HEAD, EXC HEAD, OTC 

HEAD

Related products

LOCKED HINGED & LIFT ASSISTED 
ACCESS COVER
PCVAA - D400 CLASS

Cover blocked in open position = safety

SAFETY BLOCKING
SYSTEM «PULLED & CLOSED»

BESPOKE

Cam and shaft in stainless 
steel. Locking and unlocking by 
rotation of a quarter turn of the 
screw.

¼ TURN 
LOCK 

Simplified unlocking and closing: Pulled & Closed system

On request, the manhole 
cover can be tailor-made with 
a special badging embossed 
and moulded in raw material 
& with a topcoating colored 
polyester paint.

1/4 turn locking systems are equipped as standard 
with H22 hex heads.

On request, Soval studies and provides you with 
coded and customizable systems to reinforce 
the security of these closures.

Hex. Head EXC Head OTC Head MPE Head


